Valve Regulated Lead Acid Battery
NG

& Specifications

Nominal Voltage(V)

12V

Nominal Capacity

20 hour rate (1A to  10.50V) 20Ah
10 hour rate (1.9A to  10.50V) 19Ah
5 hour rate (3.4A to  10.20V) 17Ah
1 C (20A to 9.60V) 11.33Ah
3 C (60A to 9.60V) 8Ah

Approx. 5.95kg(13.09Lbs.)

Internal Resistance (at 1KHz)

Maximum Discharge Current for _ 76+2(2.99+5%)
Charging Methods at 25°C(77°F) _ 1677 (6.57+5%)
Cycle use: mm(inch)
+0.3

Charging Voltage 14.4 to 15.0V 208, 42
Coefficient -5.0mV/°C/cell [ ] e Him
Maximum Charging Current : 6A N

ging [j o ) [D F3
Standby use: (M5 Bolts)
Float Charging Voltage 13.5t0 13.8V 18142 (7.13+3%) . | 76£2(2.99£55)

=l

Coefficient -3.0mV/°C/cell

Operating Temperature Range
Charge -15°C(5F) to  40°C(104F) aJNG wezoszie |
12V 20Ah +l
Discharge -15°C(5°F) to 50°C(122°F) — —~ 5
Storage -15°C(5°F) to 40°C(104°F) <
5
Charge Retention (shelf life) at 20°C(68°F)
1 month 97% _v
3 month 92% ;fgii‘i Discharge Time VS. Discharge Current (25°C)
6 month 85% PO T
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Valve Regulated Lead Acid Battery
G
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25°C(77°F)

m End Voltage

10 min 771 87.0 94.3 98.7 99.8 101 102
15 min 64.5 72.2 78.8 81.8 82.6 83.5 84.4
30 min 34.8 37.2 39.8 413 41.8 42.3 42.7
60 min 22.2 23.2 24.0 24.7 24.8 25.2 25.5
120 min 12.2 12.7 13.0 13.5 13.6 13.7 13.8
180 min 9.53 9.88 10.1 10.3 10.4 10.5 10.6
240 min 7.63 7.93 8.12 8.27 8.32 8.38 8.46
300 min 6.65 6.88 7.00 7.10 7.13 7.18 7.24
600 min 3.87 3.98 4.07 4.13 4.15 4.19 4.22
1200 min 2.05 212 2.17 2.20 2.22 2.23 2.25

- Discharge Rates in Amperes to Various End Voltages at 25C (77°F)

End Voltage
10 min 45.8 48.9 51.4 53.5 54.4 55.4 57.0
15 min 34.7 37.3 39.0 40.5 411 4.7 42.6
30 min 18.5 20.0 211 22.0 22.2 22.6 23.2
60 min 11.1 1.7 12.2 12.6 12.7 12.9 13.1
120 min 6.25 6.47 6.61 6.73 6.77 6.82 6.89
180 min 4.73 4.90 5.00 5.08 5.11 5.15 5.21
240 min 3.88 3.97 4.04 4.09 4.1 4.14 4.17
300 min 3.41 3.48 3.53 ST 3.58 3.60 3.62
600 min 1.97 2.00 2.02 2.04 2.05 2.06 2.07
1200 min 1.00 1.03 1.05 1.07 1.08 1.09 1.10

All data on the spec. sheet is an average value:
The tolerance range : X<6min(+15%~-15%), 6min=X<10min(+12%~-12%),10min =X < 60min(+8% ~-8%), X=60min(+5%~-5%)

260626-1L

EE W 5 Tq. ﬂ%‘ ﬁ "F Head Quarter Service TEL: +886-49-2254-777 FAX: +886-49-2255-139 E-mail: sales@mail.klb.com.tw
A EEI L ]i K> —-l USA Customer Service TEL: +1-949-328-7936  FAX: +1-949-266-9917  E-mail: sales@kunglong.com

KHNGELORG BATTERIES INDLSTRIAL CLY,; LTI Vietham Customer Service TEL: +84-272-3779666 FAX: +84-272-3779476 E-mail: sales@mail.kib.com.tw




